APPLICATION ADVICE and HEALTH AND SAFETY DATA SHEET 

These are basic tips for the persons using the kit as supplied.  It is assumed that the user is familiar with the health and safety requirements and has the knowledge of how to use the material supplied.  If you are unsure of how to use any part of this kit then please seek the advice of an experienced and qualified person.

Some paint  kits are supplied with the basic requirements for personal protection when applying the remedial paint.  Please check the contents of the kit to make sure that everything is in the box.  Please read the information on the tins/aerosols before commencing work.

Application Advice

BEFORE YOU START

Check that you have all the materials required for the job and all Personal Protective equipment required.

Apply remedial paints on a warm and windless day if outside with no prospect of rain.

PREPARATION

Mask off the area to be repaired.  For larger areas work back to a natural break in the material, i.e. a corner, edge etc.  This will improve the look of the finished job.

APPLICATION OF LIQUID PAINTS

Apply thinly with touch up brush to required area, and repeat if necessary to achieved required build and colour.

APPLICATION OF AEROSOL PAINTS

Shake can for at least two minutes before use.  Ensure surface to be sprayed is clean, dry and free from rust.  Prime bare metal with a suitable primer.

Test spray on an inconspicuous area for colour match.  Carefully mask off adjacent areas.  Spray several thin coats, from a distance of 25-30 cm, keeping the can moving from side to side at all times.  Drying time will vary according to type of paint, film thickness and ambient temperature.

DISPOSAL OF MATERIALS

Please ensure all materials are disposed of in a suitable facility.

HANDLING AND STORAGE

Highly flammable petroleum mixture of this mixture should be stored and use according to the petroleum consolidation act 1928.

Storage should be in a cool well ventilated place protected from direct sun light, heat and frost.

A petroleum licence must be obtain for storage of this product and your local fire service or trading standards office are the issuing authorities.

When using the product good ventilation of the working area must be provide and a good local exhaust ventilation when using in confined areas such as spray booths. 

Do not use this product in enclosed vessels or other areas, unless wearing self contain breathing apparatus, as the vapours are heavier than air and will collect at low levels.

Take care with unclean containers as residues can form explosive mixture with air. Containers should be sealed after use.

No smoking, eating or drinking whilst using this product.  Use in flameproof areas.

Using aerosol paints – CAUTION pressurised container.  Protect from sunlight and do not expose to temperatures exceeding 50 deg C.

Do not pierce or burn even after use.  Do not spray on a naked flame or any incandescent material.

HAZARD IDENTIFICATION

The main hazard wit this product is that is highly flammable, and forms explosive mixture in air.

It is also harmful by inhalation of the vapour, and will lead to dizziness nausea and unconsciousness.

EXPOSURE CONTROLS/PERSONAL PROTECTION

Eye protection. 

Wear safety glasses to protect against splashes.

Skin protection. 

Wear PVC or nitrile rubber gloves.




Under normal conditions of use, it is sufficient to wear a conventional overall.

Respiratory protection.     
If used in confined spaces with poor ventilation the wear self contained breathing apparatus. 

Respiratory protection not required if product is used in well ventilated areas or with force air extraction facilities. 

Ventilation.                       
Use in well ventilated area, preferably with good standard local exhaust.

FIRST AID MEASURES 

Inhalation.                
Anyone overcome by fumes should be moved to fresh air and medical  attention sought.

Skin contact              
Remove contaminated clothing and wash affected area with soap and  water.

Ingestion.                
Unlikely with this product, but do not induce vomiting. Keep patient  warm and obtain medical attention.

Eye contact  
   
Wash out with water for several minutes and obtain medical attention.

FIRE FIGHTING MEASURES 

Use foam to deal with fire.

Keep cool by spraying containers with water but do not use water jet.

ACCIDENTAL RELEASE MEASURE 

Spillage.                     Eliminate all sources of ignition. 

                          
     Ventilate the area.




     Shut off leaks if without personal risk.

 

     Absorb spillage into earth or sand and dispose of as chemical.


    
     Use breathing apparatus if handling anything other than a small spillage.


    
     Prevent spillage entering sewers and warn everyone of explosive hazard.

DISPOSAL CONSIDERATION 

Comply with control of pollution act 1974, use licensed disposal contractors. 

TOXICOLOGICAL INFORMATION

Ingestion.               May cause vomiting, nausea, dizziness and unconsciousness.

Dermal.                
Some of the solvent within the product can be absorbed through the  skin.

Eye.                      
Irritating to the eye

Skin.                      Prolonged contact with the skin can lead to dermatitis.

Inhalation.             Liquid and vapour are harmful, may cause drowsiness, nausea,  dizziness and ultimately unconsciousness.

ECOLOGICAL INFORMATION 

Non-biodegradable.  Harmful to aquatic organisms.
IDENTIFICATION OF THE PREPARATION

CELLULOSE     

REF:1001

PHYSICAL AND CHEMICAL PROPERTIES

Appearance.               
Colour, flowable liquid.


Odour.                       
Strong solvent odour- cellulose solvents.

Specific gravity.         
0.936

Viscosity.                     
Viscous, flowable liquid. Requires additional of thinners to make sprayable.

Ph.                                
Not applicable.

Boling range.               
76 to 125 deg. C

Vapour density.         
Heavier than air.

Flash point.                  
Minus 4 deg. C

Explosive limits.          
Not defined but expected to be 1-12% in air.

Miscibility with water.    
Not miscible.

COMPOSITION INFORMATION ON INGREDIENTS

The product is a solution of nitro cellulose in solvents.

It contains the following materials.

Substance/Concentration. 
Risk Phrases.                             
Symbols   OES (8hr Twa)

Toluene 20-40%.             
Highly flammable & harmful   
F,Xn         50ppm (sk)

Isobutanol  0-10%.           
Flammable                               
F               50ppm

                                       
Irritating to respiratory              
Xi 

Systems and skin 

                                   
Risk of serious damage to eyes.

                                   
Vapour may cause drowsiness and dizziness

Ethyl acetate  0-10%.       
Highly flammable.                        
F               400ppm

                                        
Repeated exposure may cause skin dryness or cracking 

                                       
Vapour may cause drowsiness and dizziness.

Butyl acetate  10-20%      
Flammable                                    
F               150ppm

                                       
Repeated exposure may cause skin dryness or cracking 

                                        
Vapour may cause drowsiness and dizziness.

Nitro cellulose   5-15%.    
Highly flammable

STABILITY AND REACTIVITY 

Stability.                                                 
Stable. 

Reaction with water.                             
None.

Dangerous reaction.                              
None known.

Hazardous reaction polymerisation      
Will not occur.

Materials to avoid.                                 
Strong oxidising agents 

Dangerous decomposition products     
Possible oxides of nitrogen from combustion of Nitro-Cellulose.

REGULATORY INFORMATION 

Primary risk.           
Highly flammable and harmful.

Label risk phrases.    
R11 highly flammable 

                       

R20 harmful by inhalation


  

R66 repeat exposure may cause skin dryness or cracking.

Label safety phrase.      
S9 keep containers in a well ventilated place




S16 keep away from source of ignition. No smoking.




S23 do not breathe vapour.

                                          
S24/25 avoid contact with skin and eyes.




S29/35 do not empty into drains, dispose of this material and its container in a safe way.



  
S33 take precautionary measure against static discharge.



  
S37/39 wear suitable glove and eye protection.



  
S38 in case of insufficient ventilation, wear suitable respiratory
equipment.

The above information is correct to the best of our knowledge.

The conditions or method of handling, storage, use or disposal are beyond our control. Attention is drawn to the users of the need to satisfy themselves of the suitability of use and their compliance with COSHH regulations 1988.

TRANSPORT INFORMATION 

UN number.                             
1263 paint.

Hazard class.                            
3.2

Packing group.                         
III

Tremcard number                   
30 G 34

ADR.                                        Class 3 – item 5 ( c )

OTHER INFORMATION 

Volatile organic compounds VOC=0.62 kg/litre of product.
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